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Flowmeters :

Electromagnetic Flowmeter
for Water/waste Water Application Technical Specification

Electrodes Sensor

Liner

Media Temperature

Media Pressure

Coil Housing

Transmitter Type

Accuracy

SS 316L/Hastalloy C/Platinum

PTFE Teflon / Hard Rubber

0 to 150°C

Max. 20 kg/cm²

SS 304 / 316L

Integral / Remote Mounting

± 0.5 %

Thermal Mass Flowmeter
for Gas/Air Application

Technical Specification
A flow meter is used to measure gas/air flow and should demonstrate high accuracy, 
low pressure drop and direct mass flow readings. High-quality natural gas/air 
measurement increases efficiency in boiler/burner control, fuel-to-air ratio, 
and custody transfer applications. 
Flow Ranges (100:1 Turndown) 
• Very low flows and high flows up to 60000 sfpm (305 smps)
Accuracy : Inline • +/- 0.5% of reading above 50% of full scale
Insertion • +/- 0.75% of reading above 50% of full scale
* Verified by an independent NIST & NVLAP accredited lab 
Repeatability • +/- 0.15% of full scale
Digital Communications • HART • Hazardous Area Approvals • cFMus, ATEX, IECEx,

Vortex Flowmeter
for Gas/Air/Steam/Liquid Application

Technical Specification

Line Size 

Temperature 

Pressure

Output

Compensation

Power

Mounting 

Application

DN 15 to DN 300 

-50 to 350 DegC 

20kg/cm2 

4..20 mA DC , Pulse , RS 485 Modbus 

Temp & Press Inbuilt 

24V DC Two Wire 

Flange & Sandwich Type 

Water , Steam , Gas , ETC 



Analytical Instruments :

Online pH/ORP Meter
for Water/waste Water Application

Technical Specification

pH Accuracy

Temperature Sensor I/P

Display

Instruments Size & Type

Power Supply

Output

Buffer Calibration

pH Range / Resolution 0.00 to 14.00pH / 0.01 Digit

Better than 0.10pH

Pt-100 RTD ( 2 Wire Type Connection )

Dual 4 Digit LED Display

96 x 96 x 70 mm , Panel Mount Type

230 V A.C , +/- 10 V, 50 Hzs

1 OR 2 Relay O/P, 4 to 20 mA/ RS485 Modbus

3 Point Auto Calibration ( 7.00 / 4.00 / 9.20pH )

 

Online TDS/Conductivity Meter
for Water/waste Water Application

Technical Specification

Single Range

Accuracy

Calibration

Cell Constant

Power Requirement

Dimension & Weight

Relay & Current O/P 

Control Setting

0-20 Or 200 Or 2000uS/cms Or 0-20 Or 200 mS/cms

+/- 1 digit Of F.S

Single point manual Calibration ( KCL Based )

1.0 Cell constant +/- 10% with 1/2” BSP threading

230V A.C +/-10%, 50Hz single phase

96 x 96 x 65mm, 400grams for Inst. Only (Approx)

4-20mA D.C, fully isolated One Changeover Relay

Two Set Point with High & Low Value Setting

Online Dissolved Oxygen Meter
for Water/waste Water Application

Technical Specification

Standard outputs : 4 – 20mA, 0–1 mA, 0-5 VDC. 
Power Requirements : 98-132 VAC, 50/60 Hz. (Less than 5 VA) 
ON/OFF control with deadband. 
NEMA 4X protection. 
Universal mounting. 
Range…0–20 PPM 
Relay Function: 
Control Setpoints :
Continuously adjustable, 0-100% of full scale
Alarm Relay, Dual Setpoints : 
High and low, individually adjustable, 0-100% of full scale 
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Pressure & Level Instruments :

Smart Pressure & Differential Pressure Switch and Transmitter :
for Water/Air/Gas/Vaccum/ Application

Technical Specification

Diff. Pressure Transmitter :
Machine building 

Hydraulics and pneumatics  Pumps 

Measuring ranges from 0 ... 0.1 to 0 ... 1,000 bar

Non-linearity 0.2 % of span (BFSL)

Output signals: 4..20 mA, DC 0..10 V, DC 0.. 5 V 

Zero point and span adjustable (Optional)

 Power supply : DC 24 V
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Chemical industry

Pressure Transmitter :
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Accuracies up to 0.05% of span 

Stability up to 0.02% of URL per year for 5 years 

Automatic static pressure & temperature compensation 

Rangeability up to 100:1 

Response times as fast as 100ms 

External zero, span, & configuration capability 

Range : -100 psi to +1000 mbar

Analog output : Two-wire, 4 to 20 mA 
    (HART & DE Transmitter Only)

Operating Parameters:  Voltage = 11 to 42 V DC

Level Switch & Transmitter :
for Water/waste Water/Solvent Application

Technical Specification

Level Switches :
Vibrating fork  Magnetic Float  Ultrasonic

Rugged Construction

Easy Mounting with Flanged or threaded connection

Multilevel Switching

Top Mounted,  Side Mounted & Cable Float
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Level Transmitter :
Capacitance  Ultrasonic  Radar  Hydrostatic  Magnetic■ ■ ■ ■ ■

MOC of wetted parts

Process Connection

Output

Range

Power Supply

Temperature

:

:

:

:

:

:

SS304/ SS316L

Flanged / Threaded

4-20 mA / RS 485 (Optional)

200-3000mm in Probe upto 25000 in Radar

24 VDC

100 C (Normal) 400 C for Radar
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